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CODE ANALYSIS

APPLICABLE CODES
Year Year

International Building Code _ 2006 National Electrical Code ___ 2006
International Mechanical Code ____ 2006 Uniform Code for
International Plumbing Code  ____ 2006 Building Conservation
International Fire Code _ 2006 ADA Accessibility
International Energy Guildelines ICC/ANSI 117.1 1998
Conservation Code 2006

A. Occupancy and Group: UNLIMITED MALL BUILDING

Change in Use: Yes No ¥ Mixed Occupancy: Yes )/ No
Special Use and Occupancy (e.g. High Rise, Covered Mall): UNLIMITED MALL BUILDING

B.  Seismic Design Category: D Design Wind Speed: 90  mph

C. Type of Construction (circle one):

1z 1 I on o §¥ ¥ ¥
A B A A B HT A B

D. Fire Resistance Rating Requirements for the Exterior Walls based on the fire
separation distance (in hours):

North: South: East: West:
E. Mixed Occupancies: Nonseparated Uses:

F: Sprinklers:

Required: xz Provided: ;z Type of Sprinkler System:

G: Number of Stories: 1 Building Height: _ 18’

H:  Actual Area per Floor (square feet): NO ADDED SQUARE FOOTAGE
l: Tabular Area: UNLIMITED MALL BUILDING
J: Area Modifications:
) A A Al Al | 100F 025W
a = = —_— . —_—
a "t 1100 100 f = 30

b) Sum of the Ratio Calculations for Mixed Occupancies:

Actual Area <

Allowable Area

c) Total Allowable Area for:
1) One Story:
2) Two Story: A,4(2)
3) Three Story: A4(3)

d) Unlimited Area Building: Yes 5{ No Code Section: 401
K. Fire Resistance Rating Requirements for Building Elements (hours).

Fire-Resistive Requirements: Type: 1I-B

Bearing walls - Interior: 0

Exterior Non-Bearing Walls: 0

Structural Frame: 0

Partitions: 1

Shafts: 1 Hr.

Floors - Ceilings: 0

Roofs - Ceilings: 0

L. Design Occupant Load: NO ADDED OCCUPANT - NO ADDED SQUARE FOOTAGE

Exit Width Required: N/A Exit Width Provided: _ N/A

M. Minimum Number of Required Plumbing Facilities:

a) Water Closets - Required (m) _NA _ (f) Provided (m) ()
b) Lavatories - Required (m) _NA  (f) Provided (m) (f)
c) Bath Tubs or Showers: _N/A
d) Drinking Fountains: _N/A Service Sinks:

FOOTNOTES:

1) In case of conflict with the U.S. Department of Justice Federal Registers Parts 1
through ¥ - ADA Guidelines and specific reference to the International Building
Code Accessibility Chapters, the more restrictive requirement shall govern.

2) Additional Code Information shall be provided at the discretion of the Building
Official for Complex Buildings. Including, but not limited to:

a) High Rise Requirements.

b) Atriums.

c) Performance Based Criteria.

d) Means or Egress Analysis.

e) Fire Assembly Locator Sheet.

f) Exterior and Interior Accessibility Route.

g) Fire Stopping, Including Tested Design Number.
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I GENERAL DEMOLITION NOTES

NOTE: GLAZING IN DOORS TO BE

[l

TYPE "E" AT INTERIOR CONDITIONS
- 1. DEMOLITION OF EXISTING WINDOWS IS REQUIRED UNDER THIS CONTRACT.
RO3-0" RO4-0" AT EVERY LOCATION SHOWN FOR NEW WINDOWS, EXISTING HOLLOW
BRONZE ANODIZED METAL WINDOWS MUST BE REMOVED.

m ALUM. TO MATCH . CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS INCLUDING
01 EXISTING DIMENSIONS PRIOR TO BID.

\2[14/ 3. WHERE EXISTING WINDOWS ARE TO BE REMOVED, MEASURES MUST BE
TAKEN TO AVOID DAMAGING OTHER BUILDINGS ELEMENTS. CONTRACTOR
IS RESPONSIBLE TO REPAIR OR REIMBURSE OWNER FOR ANY DAMAGE
5 CAUSED.
4. IN CERTAIN AREAS CONDUIT, PLUG MOLD, CABLES, ETC. ARE MOUNTED TO
EXISTING WINDOWS. CONTRACTOR IS RESPONSIBLE FOR LOCATING SUCH
ELEMENTS. REMOVE FOR INSTALLATION OF NEW WINDOWS AS NECESSARY
AND REINSTALL. E
DISCONNECT ANY EFFECTED UTILITIES PRIOR TO REMOVAL. CONTRACTOR
TO COORDINATE DEMOLITION STAGING AREAS WITH OWNER.
6. CONTRACT TO COORDINATE ALL CONSTRUCTION SCHEDULING WITH
OWNER PRIOR TO DEMOLITON.

®

SPARKS AUTOMOTIVE I GENERAL NOTES
E4| ALUMINUM DOORS

F: 801.355.0113

5||
5||
N

&
&

COORDINATE DOOR LEAF Y
O [ SIZE WITH HARDWARE é:._ﬂ fl: fl: - 0

R.O.7-0"
R.0.7-0"
P: 801.355.3003

10" &
10'] <>

O

A—10" 1. CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO BID. THIS INCLUDES BUT IS
NOT LIMITED TO DIMENSIONS, BUILDING COMPONENTS MOUNTED ON OR PROJECTING
THROUGH EXISTING WINDOW SYSTEM SUCH AS BLINDS, ELECTRICAL AND DATA
DEVICES/CONDUIT, PLUMBING AND GAS ELEMENTS, FIRE SAFETY DEVICES,

E60 MOTORIZED DOOR ACTUATORS, ELECTRONIC ENCODED LOCKING HARDWARE, ETC.

R.0.27-6" CONTRACTOR IS RESPONSIBLE FOR DETACHING SUCH ELEMENTS BEFORE

DEMOLITION AND REPLACING AFTER WINDOW INSTALLATION. SOME OF THE ABOVE
45" 5.Q" 9, 43" 43" 9, 5" 3.0" COMPONENTS HAVE BEEN INDICATED ON THE DRAWINGS AS AN AID TO CONTRACTOR
> - ADDITIONAL COMPONENTS MAY OCCUR IN OTHER LOCATIONS. IT IS THE

¢ CONTRACTOR'S RESPONSIBILITY TO INCLUDE IN THE BID COSTS FOR THE REMOVAL

AND REINSTALLATION OF ALL SUCH COMPONENTS WHETHER INDICATED IN THESE

g DRAWINGS OR NOT. NOT ADDITIONAL FEES WILL BE AWARDED FOR REMOVAL,

REINSTALLATION OR COORDINATION PERTAINING TO SUCH COMPONENTS.
/ER 2. CONTRACTOR SHALL RECONNECT ALL UTILITIES THAT ARE INTERRUPTED DUE TO

SALT LAKE CITY, UT 84111

E601 CONSTRUCTION. ANY INTERRUPTION OF UTILITY SERVICE MUST BE COORDINATED
WITH THE CLIENT PRIOR TO INTERRUPTION.

AT ALL LOCATIONS WHERE EXISTING WALLS OR FURRING ABUT GLAZING SYSTEM, SEE
DETAILS A1 AND B1 ON AE601. CONTRACTOR TO VERIFY WHERE SUCH CONDITIONS
EXIST PRIOR TO BID, INCLUDING THOSE LOCATIONS NOT SHOWN ON DRAWINGS.

ALL ALUMINUM BREAK METAL TO MATCH FRAMES

ALL MULLIONS ARE 2" WIDE UNLESS OTHERWISE NOTED.

CONTRACTOR TO VERIFY WINDOW HEIGHT ABOVE GRADE. ANY RESULTING

‘ ‘ SCAFFOLDING OR OTHER ASSOCIATED COSTS TO BE COVERED IN BID.

5
2
> & & 7. SEE AE601 FOR DETALS.
H\ 8. INLOCATIONS WHERE A SECTION OF BUILDING MATERIAL IS REQUIRED TO BE

| REMOVED IN ORDER TO INSTALL A WINDOW OR DOOR, REPLACE WITH MATERIAL
MATCHING EXISTING. D
@ REMOVABLE 9. AT ALL LOCATIONS WHERE PENETRATIONS OCCUR IN FRAME OR METAL PANEL,
CENTER MULLION OPENING ACCOMMODATING PENETRATION IS TO EXCEED SIZE OF PENETRATING
ﬁ B5 ELEMENT BY NO MORE THAN 1/3". SEALANT INTEGRALLY COLORED TO MATCH FRAME
£60 : W TO BE APPLIED TO PENETRATIONS.
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| Axis Architects

352 SOUTH DENVER STREET (440 EAST)

R.0.28-10"
4-5" 5-0" 5-0" 5-0" 5-1" ' 4'-4" I C O O R D | NAT | O N N OT E S

STUD WALL ADJACENT TO FRAME - A1/AEGO1

8'x2' EXHAUST DUCT PENETRATES METAL PANEL

JUNCTION BOX AND OTHER ELETRICAL EQUIPMENT MOUNTED ON PANEL
ELECTRICAL CONDUIT PENETRATES FRAME

ELECTRICAL SECURITY DEVICE MOUNTED ON DOOR

ELECTRICAL CONDUIT/DEVICE MOUNTED ON FRAME

ROOF DRAIN LINE PENETRATES METAL PANEL

ADA ACTUATOR OPERATES THIS DOOR - REUSE ACTUATOR AND OPERATOR - RESTORE
TO OPERABLE CONDITION

PENETRATION AT METAL PANEL

CONDENSATE LINE PENETRATES FRAME

E601

&
&
&
&
&
&
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O
@
@
@
@
@

) HUUUEEUD

@
N

% NOTE: THESE ITEMS ARE THE RESPONSIBILITY OF THE CONTRACTOR, AND MUST BE
B5 RETURNED TO FUNCTIONING CONDITION AFTER CONSTRUCTION. THESE ITEMS ARE TO
E60 \aE60Y/ BE COVERED IN THE CONTRACTOR'S BID.
4 R.0.28-10"
s 2o o 2 o 2e_, a5 I GLAZING SCHEDULE
¢ ¢ ¢ ¢ ¢ ¢ c
<,L> 1" INSULATED LOW-E GLASS - BRONZE TINT
@ 1" INSULATED TEMPERED LOW-E GLASS - BRONZE TINT
: E60 p—
< <A> @ <(> 1" INSULATED ALUMINUM PANEL - BRONZE ANODIZED C
0] 2 Joo Joo
= 670 670 <[> 1" INSULATED CLEAR GLASS - TEMPERED q)
o
N 2 2 @ 1/4" CLEAR GLASS - TEMPERED E
. @ 1/4" CLEAR GLASS
@ e e & o @ O
| @ WIRED GLASS
] ( 1. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND ANGLES PRIOR TO FABRICATION. O
> (9 /\ 2. SOME DETAILS MAY BE REVERSED. — m
0 | H:.=u E ] s A5 B5
_ e A\ o vV v E60 E60 E60
R.0.28-10" Q_
45" 50" 50" 50" 51" 44" (1o X 4 ) G)
¢ ¢ ¢ ¢ ¢ m
/)
[ [ 0 0 _ \eeeoy/
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: : |5
| C e
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: == 3
: O O S & © & S
| | © S
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O Revision#  Date
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SPARKS AUTOMOTIVE
FRAMES AXIS JOB # 0821
1/4"=1'-Q" OWNER # 08306790
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DRAWN
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\ I GENERAL DEMOLITION NOTES

F: 801.355.0113

H 1. DEMOLITION OF EXISTING WINDOWS IS REQUIRED UNDER THIS CONTRACT.
AT EVERY LOCATION SHOWN FOR NEW WINDOWS, EXISTING HOLLOW
METAL WINDOWS MUST BE REMOVED.
2. CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS INCLUDING
DIMENSIONS PRIOR TO BID.
N 3. WHERE EXISTING WINDOWS ARE TO BE REMOVED, MEASURES MUST BE
TAKEN TO AVOID DAMAGING OTHER BUILDINGS ELEMENTS. CONTRACTOR
IS RESPONSIBLE TO REPAIR OR REIMBURSE OWNER FOR ANY DAMAGE
CAUSED.

4. IN CERTAIN AREAS CONDUIT, PLUG MOLD, CABLES, ETC. ARE MOUNTED TO
EXISTING WINDOWS. CONTRACTOR IS RESPONSIBLE FOR LOCATING SUCH
ELEMENTS. REMOVE FOR INSTALLATION OF NEW WINDOWS AS NECESSARY
AND REINSTALL. E

5. DISCONNECT ANY EFFECTED UTILITIES PRIOR TO REMOVAL. CONTRACTOR
TO COORDINATE DEMOLITION STAGING AREAS WITH OWNER.

6. CONTRACT TO COORDINATE ALL CONSTRUCTION SCHEDULING WITH
OWNER PRIOR TO DEMOLITON.

P: 801.355.3003

I GENERAL NOTES

1. CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO BID. THIS INCLUDES BUT IS
NOT LIMITED TO DIMENSIONS, BUILDING COMPONENTS MOUNTED ON OR PROJECTING
THROUGH EXISTING WINDOW SYSTEM SUCH AS BLINDS, ELECTRICAL AND DATA
DEVICES/CONDUIT, PLUMBING AND GAS ELEMENTS, FIRE SAFETY DEVICES,
MOTORIZED DOOR ACTUATORS, ELECTRONIC ENCODED LOCKING HARDWARE, ETC.
CONTRACTOR IS RESPONSIBLE FOR DETACHING SUCH ELEMENTS BEFORE
DEMOLITION AND REPLACING AFTER WINDOW INSTALLATION. SOME OF THE ABOVE
COMPONENTS HAVE BEEN INDICATED ON THE DRAWINGS AS AN AID TO CONTRACTOR
- ADDITIONAL COMPONENTS MAY OCCUR IN OTHER LOCATIONS. IT IS THE
CONTRACTOR'S RESPONSIBILITY TO INCLUDE IN THE BID COSTS FOR THE REMOVAL
AND REINSTALLATION OF ALL SUCH COMPONENTS WHETHER INDICATED IN THESE
DRAWINGS OR NOT. NOT ADDITIONAL FEES WILL BE AWARDED FOR REMOVAL,

o REINSTALLATION OR COORDINATION PERTAINING TO SUCH COMPONENTS.

M E 2. CONTRACTOR SHALL RECONNECT ALL UTILITIES THAT ARE INTERRUPTED DUE TO

@ CONSTRUCTION. ANY INTERRUPTION OF UTILITY SERVICE MUST BE COORDINATED

\1[29

SALT LAKE CITY, UT 84111

]
]

01 WITH THE CLIENT PRIOR TO INTERRUPTION.

3. AT ALL LOCATIONS WHERE EXISTING WALLS OR FURRING ABUT GLAZING SYSTEM, SEE
DETAILS A1 AND B1 ON AE601. CONTRACTOR TO VERIFY WHERE SUCH CONDITIONS
EXIST PRIOR TO BID, INCLUDING THOSE LOCATIONS NOT SHOWN ON DRAWINGS.

_= 4. ALL ALUMINUM BREAK METAL TO MATCH FRAMES

ALL MULLIONS ARE 2" WIDE UNLESS OTHERWISE NOTED.

CONTRACTOR TO VERIFY WINDOW HEIGHT ABOVE GRADE. ANY RESULTING

SCAFFOLDING OR OTHER ASSOCIATED COSTS TO BE COVERED IN BID.

7. SEE AE601 FOR DETAILS.

8. INLOCATIONS WHERE A SECTION OF BUILDING MATERIAL IS REQUIRED TO BE
REMOVED IN ORDER TO INSTALL A WINDOW OR DOOR, REPLACE WITH MATERIAL
MATCHING EXISTING. D

9. AT ALL LOCATIONS WHERE PENETRATIONS OCCUR IN FRAME OR METAL PANEL,
OPENING ACCOMMODATING PENETRATION IS TO EXCEED SIZE OF PENETRATING
ELEMENT BY NO MORE THAN 1/3". SEALANT INTEGRALLY COLORED TO MATCH FRAME

o o

L]
L]
—

TO BE APPLIED TO PENETRATIONS.

| Axis Architects

352 SOUTH DENVER STREET (440 EAST)

I COORDINATION NOTES

STUD WALL ADJACENT TO FRAME - A1/AEGO1

8'x2' EXHAUST DUCT PENETRATES METAL PANEL

JUNCTION BOX AND OTHER ELETRICAL EQUIPMENT MOUNTED ON PANEL

ELECTRICAL CONDUIT PENETRATES FRAME

ELECTRICAL SECURITY DEVICE MOUNTED ON DOOR

ELECTRICAL CONDUIT/DEVICE MOUNTED ON FRAME

ROOF DRAIN LINE PENETRATES METAL PANEL

ADA ACTUATOR OPERATES THIS DOOR - REUSE ACTUATOR AND OPERATOR - RESTORE

NOTE: AT THESE TWO
J LOCATIONS, DOORS TO BE

_ REPLACED - FRAMES AND O

WINDOWS TO REMAIN.

CONTRACTOR TO

COORDINATE HARDWARE

WITH EXISTING FRAME

CONDITIONS AND PREP

FRAME TO RECEIVE

HARDWARE.

TO OPERABLE CONDITION
PENETRATION AT METAL PANEL
CONDENSATE LINE PENETRATES FRAME

NOTE: THESE ITEMS ARE THE RESPONSIBILITY OF THE CONTRACTOR, AND MUST BE
RETURNED TO FUNCTIONING CONDITION AFTER CONSTRUCTION. THESE ITEMS ARE TO
BE COVERED IN THE CONTRACTOR'S BID.
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\ e 1/4"=1-0"

<A> 1" INSULATED LOW-E GLASS - BRONZE TINT

1" INSULATED TEMPERED LOW-E GLASS - BRONZE TINT

p
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1" INSULATED ALUMINUM PANEL - BRONZE ANODIZED

1" INSULATED CLEAR GLASS - TEMPERED

1/4" CLEAR GLASS

<E> 1/4" CLEAR GLASS - TEMPERED

WIRED GLASS

1. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND ANGLES PRIOR TO FABRICATION.
2. SOME DETAILS MAY BE REVERSED.

O
@
\&

&

UVU Window Replacement

RO.3-0" / ALUMINUM
GLAZING TO BE TYPE "E" AT
INTERIOR CONDITIONS
c/
LOWER LEVEL 2 ?
2 / B 2
& |lw é
O - —
_ = 3
0, ()] &)
BROWNING ADMINISTRATION 7)) o
B3| DOORS .-
w 1/4"=1'-0" m > =)
= - e
= I L e @
R.O. 114" & R.0. 100" — D_ 5 8
o . - - E601 E601 E601
51 6-3 65 3-7 R.O.17-10" R.O. 274" R.0. 28-8" R.O.6-9" ——
¢ ALUMINUM BREAK 5" i Revision#  Date I
/ METAL 51" 6-2" 6-2" _\. ALUMINUM BREAK 3-0" 50" 141, 3 3-1" 111" 50" 44" 44" 50" 50" 50" 50" 44" g4t
¢ ‘ ¢ ¢ I METAL ¢ ¢ ¢ ¢ ¢ ¢ ¢ ¢ ¢ ¢ ¢ ¢
(3 (N L e (7 /N /N
\egsoy & 28/ \egsoy \eesoy/ \eeeoy/ \eeeoy/ @ @
ldl e [T & | © | ™ o) 2z & | @ el o | & | o | o | o IE & woror w1
=] A =] /1 e /el N =] = a6\ OWNER# 08306740
S | S | | 5 < S W DATE 02-12-2008
@ /. \ & /o \ /. \ 4 B @ DRAWN
\S } / o N < } Y, \"C\" } P ol ol CHECKED
. \ | / . \ | / \ | / . .
2 e e | e o @ o | © e e o | e | o | e A
~ \\ N/ ~ \\ | V. Ny | v\\ BROWNING ADMINISTRATION I
e m € m D} ;r/ T WINDOW REPLACEMENT DRAWINGS
o0 IM £60
BROWNING ADMINISTRATION
A3 | ALUMINUM FRAMES |

1/4"=1-0"

2 3 4 5 | AE102

P:\2008\0821-DFCM UVU Windows INCD\AE102.dwg, 2/17/2009 12:42:44 PM, David Anderson, AXIS, 1:1.0084



P:\2008\0821-DFCM UVU Windows INCD\AE601.dwg, 2/17/2009 11:04:55 AM, David Anderson, AXIS, 1:1.0084

EXISTING WALL

/ SHIM AS REQUIRED
__ BACKER ROD AND SEALANT
ee——— | BOTHSIDES-TYP.

E

INTERIOR | _—— SCHEDULED WINDOW
18
EXTERIOR
PERP. WALL BEYOND
SCALE: 3"=1'-0"

INTERIOR

GRID

EXTERIOR

—e

/ EXISTING BRICK VENEER WALL

BACKER ROD AND SEALANT EACH

SIDE

—— SHIM

——— SCHEDULED WINDOW

‘ B2 | JAMB AT BRICK

SCALE: 3"=1'-0"

‘ A2 | WINDOW AT WALL END

SCALE: 3"=1"-0"

R.O.

4 | 5 | @
S
NOTE: CONTRACTOR TO PATCH AND REPAIR ALL DAMAGE CAUSED BY DEMOLITION AND/OR NEW CONSTRUCTION. 2
2
i
I é
a
[T}
@
E ( ) 2
®
[
L
|_
>}
U é
(@]
L
X
C
H
— <
[ m
N -
<C
L
nm—3
m
EXTERIOR INTERIOR o
)]
GRI :
D ]
EXISTING CONCRETE BEAM =
< 4 3
o " | —SHIM AS REQUIRED o
g I
- . | BACKER ROD AND SEALANT
o Aq g BOTH SIDES - TYP.
\_/] . T
|_— SCHEDULED WINDOW
/ |_— CONCRETE COLUMN BEYOND
‘ C5( WINDOW HEAD DETAIL
SCALE:3"=1'-0"
C
CONCRETE COLUMN BEYOND
SCHEDULED WINDOW
EXTRUDED ALUM. SILL PAN SET IN MASTIC EXISTING CONCRETE COLUMN
/» EXISTING CONCRETE SLAB -
/ - _\ BACKER ROD AND SEALANT C
< . ' e BOTH SIDES - TYP. q )
o /—SHIM AS REQUIRED
S SCHEDULED WINDOW E
PREFINISHED MTL FLASHING
AND HOLD-DOWN CLEAT g _.q/ /_
(CAULK IN LIEU OF HOLD U < : q)
DOWN WHERE ADJACENT TO niiin / - o
PAVEMENT) - : _—— O
EXTERIOR PAVING, WHERE = - o CU
OCCURS. IF NO GROOVE B GRI
EXISTS, SAW CUT AND CAULK v g. —
. | Q.
H: A : v 0
: Lo 4 E 14" q)
o Y
< :
v
TAPERED SHIM :
BACKER ROD AND SEALANT <
BOTH SIDES - TYP. <
- ./
EXTERIOR INTERIOR O
O @
B c
C 0
- — [ ] g
3
‘85 WINDOW SILL DETAIL ‘86 WINDOW JAMB DETAIL q) 0
SCALE: 3"=1"-0" SCALE: 3"=1"-0" c
N e
D = g
SCHEDULED WINDOW SYSTEM m ) S
- (et
INTERIOR EXTERIOR / > _C c 0
/ \ Y2 o 5
: BACKER ROD AND SEALANT
INTERIOR EXISTING WALL < v " BOTHSIDES - TYP. o O
v .
_ : /— SHIM AND ANCHOR AS REQUIRED I
BACKER ROD AND SEALANT o Revision # Date
~ BOTHSIDES - TYP. <
__— SHIM AS REQUIRED jv .
v
/ SCHEDULED DOOR = —
; _~ SCHEDULED WINDOW / THRESHOLD SET IN MASTIC BED o -
/ / f CONCRETE JOINT ' NG I
AXIS JOB # 0821
NCRETE SLAB
| / CONCRETES OWNER# 08306790
| DATE 02-12-2008
- g DRAWN
\ CHECKED
PREFINISHED BREAK METAL TO
% - WHERE MORE THAN 1/4" VERTICAL DROP MATCH WINDOWS SYSTEM A
= / EXISTS, PROVIDE ALUMINUM REDUCER \ WOOD SHIM I
EXTERIOR & / THRESHOLD NOT TO EXCEED 1/4" \
/_ngx | / VERTICAL DIMENSION \ ATTACHMENT CLIP DETAILS
i T BACKER ROD AND SEALANT
§ EXISTING CONCRETE COLUMN
OR BRICK WALL
8 > Y > Y4 8
v %V |
‘A3 JAMB AT PERP. EXISTING WALL ‘A5 THRESHOLD DETAIL ‘A6 JAMB AT 45 DEGREE
SCALE:3"=1'-0" SCALE:6=1'-0" SCALE: 3"=1'-0" E 6 O 1
4 | 5 l \




	_GI 101.pdf
	AE101 Layout1 (1).pdf
	AE102 Layout1 (1).pdf
	AE601 Layout1 (1).pdf

